
INSMAN

 

PACKAGING

DIMENSIONS & WEIGHTS

SPECIFICATIONS

Update: 2019/0/24 Features and specifications are subject to change without prior notification.

Horizontal
storage necessary

Labels

Manual Retractable

Easy to install

Wall or ceiling mount

Automatic locking 
system

SIMPLICITY AND EFFICIENCY

INSMAN offers the best value for money among 
manual screens : canvas treated for a perfect 
picture, black edges, extra-drop for better contrast, 
blackout back to place it in front of a window. The 
quick and secure fixation system allows a mounting 
on wall and ceiling.

Canvas
PVC surface projection
Gain 1.0
Directivity 150°
No shine point
Treatments : anti-yellowing, antistatic, anti-
warping

Case
White lacquered steel
Easy and fast installation
Wall or ceiling mount

Warranty
2 years

Blackout cloth backing
Black edges
Optimal surface for LCD projectors
Simple and efficient automatic locking 
system

Ratio REF Image size
L x H (cm)

Overall dimensions
L x H (mm)

Black edges Packaging 
dimensions 

(cm)

Gross 
weight 

(kg)

Net 
weight
 (kg)

EAN SKUSides 
(mm)

Bottom
(mm)

Top
(mm)

1:1 INSMAN 170 170 x 170 1860 x 64 x 64 50 50 50 11 x 17 x 196 8,6 7,6 3760108802070 INSMAN1703

4:3
INSMAN 200V 200 x 150 2155 x 64 x 64 50 50 300 13 x 14 x 223 7,7 6,7 3700795109151 INSMAN200V3

INSMAN 240V 240 x 180 2575 x 74 x 74 50 50 300 13 x 14 x 265 10,7 9,7 3700795109137 INSMAN240V3

16:9
INSMAN 200C 200 x 114 2155 x 64 x 64 50 50 300 13 x 14 x 223 7,3 6,3 3700795109144 INSMAN200C3

INSMAN 240C 240 x 135 2575 x 74 x 74 50 50 300 13 x 14 x 265 10,5 9,5 3700795109168 INSMAN240C3


