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DIMENSIONS & WEIGHTS

SPECIFICATIONS

Update: 2017/03/23 Features and specifications are subject to change without prior notification.

Horizontal
storage necessary

Labels

Manual Retractable

Easy to install

Portable

Tripod

THE TIMELESS TRIPOD SCREEN

INSTRI screens are ideal for itinerant shows or 
for occasional use. The square format and the 
continuous system to adjust the height allow you to 
adapt the image size for all formats: 1:1, 4:3, 16:9. 
In addition to benefiting from a thick canvas, INSTRI 
also has a resistant spring and an anticorrosion 
treatment of the carter for a long time use. A quality 
screen that fits everywhere ! 

Canvas
Ultra white PVC surface projection
Gain 1.0
Directivity 150°
No shine point
Treatments : anti-yellowing, antistatic, anti-
warping

Carter
White case on a rotating telescopic stand
Anti-corrosion lacquered metal
Easy install in less than two minutes

Warranty
2 years

Blackout cloth backing
Black edges
Optimal surface for LCD projectors

Ratio REF
Image size
L x H (cm)

Overall dimensions
L x H (mm)

Black edges Packaging 
dimensions 

(cm)

Gross 
weight 

(kg)

Net 
weight

 (kg)
EAN SKUSides 

(mm)
Bottom
(mm)

Top
(mm)

1:1
INSTRI 150 150 x 150 1660 x 64 x 64 50 50 50 11 x 17 x 196 7,5 6,5 3760108802087 INSTRI1503

INSTRI 170 170 x 170 1860 x 64 x 64 50 50 50 11 x 17 x 196 8,6 7,6 3760108802094 INSTRI1703


